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Is it possible to think Professional Audio diffe-
rently? How can you optimize the handling of 
loudspeakers that are permanently set up and 
taken down in daily touring? Does high-quality 
sound always have to cost a lot of money?

These questions drove us to break down the 
known boundaries of the Professional Audio 
segment with 4-Acoustic. These questions 
are still our motivation to be the driving force 
of innovation in the industry. It is the things 
we have made a habit of doing that make us 
and our products even better every day. The 
permanent questioning of the status quo, the 
uninterrupted exchange with our professional 
customers, as well as the unprejudiced curio-
sity about what still lies ahead.

WE ARE
4-ACOUSTIC
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In our developments, we 
always follow one goal: to 
develop the best product 
for our customers. Often, 

the decisive developments lie in the details. 
Because reliable precision is the be-all and 
end-all, especially in the daily work with our 
products. We make sure that you as a profes-
sional can rely on your 4-Acoustic equipment. 
In every situation. That is the reason why we 
take our time for product development. From 
the first drawing of a component to the final 
production often takes months, sometimes 
years. Time that we use to make consistent 
advances in efficiency, sound, durability and 
functionality.

The success speaks for our course. 4-Acoustic 
has long since ceased to be an insider tip. 
Professionals all over the world trust in the 
products developed in Germany every day. Is 
it possible to think of Professional Audio in a 
different way? Yes - we prove it day by day!
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TOURING
series
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source point 
coaxial 
 monitors 
& fullrange 
speakers

line array 
components

ground stack 
subwoofers

Deliver an outstanding performance – with our
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Developing the perfect touring 
speaker is complex - so your job 
is as simple as possible. Thou-
sands of development hours go 
into every speaker, from the first 
drawing to the fine-tuning of 
the sound body in complex and 
lengthy measurement processes. 
In return, you get a speaker that 
is robust, functional and sounds 
breathtaking.

Always.
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IS NOT JUST 
 TECHNICALLY 
 MATURE.

IT

A PERFECT SPEAKER

4-Acoustic loudspeakers 
are always designed with the 
listeners in mind.
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A PERFECT SPEAKER

TRANSPORTS 
THE  SOUL OF
THE MUSIC.
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What feels so intuitive in everyday touring 
and sounds brilliant is the result of meticulous 
development work and decades of expe-
rience. Touring loudspeakers are the heart of 
4-Acoustic. They were the first products deve-
loped by 4-Acoustic - designed with excellent 
sound and robustness in mind. Even today, 
they are still the flagship of excellent enginee-
ring, made in Germany. The success proves us 
right.

PCS
SERIES
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Today, 4-Acoustic is a recognized name in the 
pro audio industry - earned with numerous 
groundbreaking product developments. Every 
day, 4-Acoustic products are used all over the 
world. At large concerts, but also at smaller 
events. Everywhere where outstanding sound, 
but also well thought-out handling and dura-
bility are important.Our PCS series reflects the 
latest state of the art. A flexible system with 
the possibilities to turn virtually any desired 
event into a highlight.

Our PCS series reflects the latest state of the 
art. A flexible system with the possibilities to 
turn virtually any desired event into a highlight.
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SOURCE POINT 
COAXIAL 
 MONITORS & 
FULLRANGE 
SPEAKERS
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source point coaxial 
monitors

fullrange speakers
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PCS-112CM
source point coaxial speaker

technical data
GS1 (EAN) CODE 4260318510134

System Type 2-Way 12“ source point 
coaxial monitor

Power Rating  500 W AES
 1000 W program
 2000 W peak

Frequency Range 
(+/- 3 dB)

49 Hz – 20 kHz

Coverage Pattern (hxv) 60°x40°

Sensitivity 100 dB 1w/1m

Maximum SPL 130 dB

Chassis STG-12CM coaxial,  neodymium

Nominal Impedance 8 Ohm

Input Connectors 2 x Neutrik® NL4 Socket 
parallel 1+/1- (left and right)

Housing Birch Multiplex

Suspension/Mounting 35 mm pole socket

Coating anti-scratch Polyurethane 
coating

Dimensions (h/w/d) 310x500x399 mm

Net weight 15.0 Kg

accessories
HCS-112CM-FC Flight Case with wheels for 2 

pieces HCS-112CM

GS1 (EAN) Code: 
4260318510134

HCS-112CM-RC Rain and transport cover for 
HCS-112CM

GS1 (EAN) Code: 
4260318511766

stage monitor
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PCS-115CM
source point coaxial speaker

technical data
GS1 (EAN) CODE 4260318510141

System Type 2-Way 15“ source point 
coaxial monitor

Power Rating  600 W AES
 1200 W program
 2400 W peak

Frequency Range 
(+/- 3 dB)

45 Hz – 20 kHz

Coverage Pattern (hxv) 60°x40°

Sensitivity 103 dB 1w/1m

Maximum SPL 136 dB

Chassis STG-15CM coaxial,  neodymium

Nominal Impedance 8 Ohm

Input Connectors 2 x Neutrik® NL4 Socket 
parallel 1+/1- (left and right)

Housing Birch Multiplex

Suspension/Mounting 35 mm pole socket

Coating anti-scratch Polyurethane 
coating

Dimensions (h/w/d) 345x600x462 mm

Net weight 19.0 Kg

accessories
HCS-115CM-FC Flight Case with wheels for 2 

pieces HCS-115CM

GS1 (EAN) Code: 
4260318511308

HCS-112CM-RC Rain and transport cover for 
HCS-115CM

GS1 (EAN) Code: 
4260318511773

stage monitor
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PCS-115F
2 way fullrange speaker

accessories
PCS-115F-RC Rain and transport cover for 

PCS-115F

GS1 (EAN) Code: 
4260318511001

STG-SPST Tripod Speaker Stand

GS1 (EAN) Code: 
4260318511032

technical data
GS1 (EAN) CODE 4260318510905

System Type 2-Way 15“+1,4“ Fullrange 
Speaker

Power Rating  900 W AES
 1800 W program
 3600 W peak

Frequency Range 
(+/- 3 dB)

45 Hz – 20 kHz

Coverage Pattern (hxv) 90°x45°

Sensitivity 100 dB 1w/1m

Maximum SPL 128 dB

Woofer STG-15FR 800W AES, 3“ voice 
coil

Driver STG-75F 200W AES, 3“ voice 
coil

Nominal Impedance 8 Ohm

Input Connectors 2 x Neutrik® NL4 Socket 
parallel 1+/1-

Housing Birch Multiplex

Suspension/Mounting 35 mm pole socket

Coating anti-scratch Polyurethane 
coating

Dimensions (h/w/d) 760x494x457 mm

Net weight 40.0 Kg

2 way fullrange speaker
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PCS-215F
3 way fullrange speaker

accessories
PCS-215F-RC Rain and transport cover for 

PCS-215F

GS1 (EAN) Code: 
4260318511018

technical data
GS1 (EAN) CODE 4260318510912

System Type 3-Way 2x15“+1,4“ Fullrange 
Speaker

Power Rating  1800 W AES
 3600 W program
 7200 W peak

Frequency Range 
(+/- 3 dB)

43 Hz – 20 kHz

Coverage Pattern (hxv) 90°x45°

Sensitivity 103 dB 1w/1m

Maximum SPL 139 dB

Woofer 2 x STG-15FR 800W AES, 3“ 
voice coil

Driver 1 x STG-75F 200W AES, 3“ 
voice coil

Nominal Impedance 4 Ohm

Input Connectors 2 x Neutrik® NL4 Socket 
parallel 1+/1-

Housing Birch Multiplex

Suspension/Mounting 35 mm pole socket

Coating anti-scratch Polyurethane 
coating

Dimensions (h/w/d) 1160x494x457 mm

Net weight 57.0 Kg

3 way fullrange speaker
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PCS-108M
multifunctional fullrange speaker

accessories
PCS-108M-RC Rain and transport cover for 

PCS-108M

GS1 (EAN) Code: 
4260318511513

WH-108M Wall mounting kit for 
PCS-108M

GS1 (EAN) Code: 
4260318511407

STG-SPST Tripod Speaker Stand

GS1 (EAN) Code: 
4260318511032

technical data
GS1 (EAN) CODE 4260318510172

System Type 2-Way 8“+1“ Fullrange Speaker

Power Rating  250 W AES
 500 W program
 1000 W peak

Frequency Range 
(+/- 3 dB)

53 Hz – 20 kHz

Coverage Pattern (hxv) 90°x40°

Sensitivity 97 dB 1w/1m

Maximum SPL 127 dB

Woofer 1 x STG-08M

Driver 1 x STG-44R

Nominal Impedance 8 Ohm

Input Connectors 2 x Neutrik® NL4 Socket 
parallel 1+/1-

Housing Birch Multiplex

Suspension/Mounting VESA 75 (back side)
35 mm tripod sleeve
8 x M8 suspension points
VSL mounting base

Coating anti-scratch Polyurethane 
coating

Dimensions (h/w/d) 450x260x239 mm

Net weight 13.0 Kg

multifunctional fullrange speaker
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PCS-110M
multifunctional fullrange speaker

accessories
PCS-110M-RC Rain and transport cover for 

PCS-108M

GS1 (EAN) Code: 
4260318511520

WH-108M Wall mounting kit for
PCS-110M

GS1 (EAN) Code: 
4260318511407

STG-SPST Tripod Speaker Stand

GS1 (EAN) Code: 
4260318511032

technical data
GS1 (EAN) CODE 4260318510189

System Type 2-Way 10“+1“ Fullrange Speaker

Power Rating  300 W AES
 600 W program
 1200 W peak

Frequency Range 
(+/- 3 dB)

50 Hz – 20 kHz

Coverage Pattern (hxv) 90°x40°

Sensitivity 98 dB 1w/1m

Maximum SPL 128 dB

Woofer 1 x STG-10M

Driver 1 x STG-44R

Nominal Impedance 8 Ohm

Input Connectors 2 x Neutrik® NL4 Socket 
parallel 1+/1-

Housing Birch Multiplex

Suspension/Mounting VESA 75 (back side)
35 mm tripod sleeve
10 x M8 suspension points
VSL mounting base

Coating anti-scratch Polyurethane 
coating

Dimensions (h/w/d) 510x300x278 mm

Net weight 18.5 Kg

multifunctional fullrange speaker

P. 17



PCS-112M
multifunctional fullrange speaker

accessories
PCS-112M-RC Rain and transport cover for 

PCS-112M

GS1 (EAN) Code: 
4260318511537

HF-M Hanging Frame PCS-M Serie

GS1 (EAN) Code: 
4260318512169

STG-SPST Tripod Speaker Stand

GS1 (EAN) Code: 
4260318511032

technical data
GS1 (EAN) CODE 4260318510196

System Type 2-Way 12“+1“ Fullrange Speaker

Power Rating  500 W AES
 1000 W program
 2000 W peak

Frequency Range 
(+/- 3 dB)

43 Hz – 20 kHz

Coverage Pattern (hxv) 90°x40°

Sensitivity 101 dB 1w/1m

Maximum SPL 133 dB

Woofer 1 x STG-12M

Driver 1 x STG-75NB

Nominal Impedance 8 Ohm

Input Connectors 2 x Neutrik® NL4 Socket 
parallel 1+/1-

Housing Birch Multiplex

Suspension/Mounting 35 mm tripod sleeve
8 x M8 suspension points
VSL mounting base

Coating anti-scratch Polyurethane 
coating

Dimensions (h/w/d) 610x350x324 mm

Net weight 23.0 Kg

multifunctional fullrange speaker
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PCS-115M
multifunctional fullrange speaker

accessories
PCS-115M-RC Rain and transport cover for 

PCS-115M

GS1 (EAN) Code: 
4260318511544

HF-M Hanging Frame PCS-M Serie

GS1 (EAN) Code: 
4260318512169

STG-SPST Tripod Speaker Stand

GS1 (EAN) Code: 
4260318511032

technical data
GS1 (EAN) CODE 4260318510202

System Type 2-Way 15“+1“ Fullrange Speaker

Power Rating  600 W AES
 1200 W program
 2400 W peak

Frequency Range 
(+/- 3 dB)

39 Hz – 20 kHz

Coverage Pattern (hxv) 90°x40°

Sensitivity 103 dB 1w/1m

Maximum SPL 136 dB

Woofer 1 x STG-15M

Driver 1 x STG-75NB

Nominal Impedance 8 Ohm

Input Connectors 2 x Neutrik® NL4 Socket 
parallel 1+/1-

Housing Birch Multiplex

Suspension/Mounting 35 mm tripod sleeve
8 x M8 suspension points
VSL mounting base

Coating anti-scratch Polyurethane 
coating

Dimensions (h/w/d) 690x410x364 mm

Net weight 28.5 Kg

multifunctional fullrange speaker
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LINE
ARRAY
COMPONENTS
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line array modules line array subwoofers
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PCS-108L
2 way line array module

2 way line array module

accessories
PCS-108FFR Flight Frame for PCS-108L or 

PCS-115LB

GS1 (EAN) Code: 
4260318510547

PCS-108FFR-L Flight Frame Light for 
PCS-108L

GS1 (EAN) Code: 
4260318510554

PCS-108L-FC Flight Case with wheels for 4 
pcs. PCS-108L modules

GS1 (EAN) Code: 
4260318511353

technical data
GS1 (EAN) CODE 4260318510530

System Type 1x8“/2x1“ 2-Way Line Array 
Module

Power Rating  350 W AES
 700 W program
 1400 W peak

Frequency Range 
(+/- 3 dB)

75 Hz – 20 kHz

Coverage Pattern (hxv) 120°x10°

Sensitivity 100 dB 1w/1m

Maximum SPL 131 dB

Woofer 1 x STG-8L 250W AES, 2,5“ 
voice coil, neodymium

Driver 2 x STG-45NB 50W AES, 1,75“ 
voice coil, neodymium

Nominal Impedance 16 Ohm

Input Connectors 2 x Neutrik® NL4 Socket 
parallel 1+/1-

Housing Birch Multiplex

Coating water-resistant Polyurea 
coating

Dimensions (h/w/d) 243x430x425 mm

Net weight 16.0 Kg
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PCS-208L
2 way line array module

accessories
PCS-208FFR Flight Frame for PCS-208L or

PCS-212LB

GS1 (EAN) Code: 
4260318510578

PCS-208FFR-L Flight Frame Light for 
PCS-208L

GS1 (EAN) Code: 
4260318510585

PCS-208L-FC Flight Case with wheels for 4 
pcs. PCS-208L modules

GS1 (EAN) Code: 
4260318511360

technical data
GS1 (EAN) CODE 4260318510561

System Type 2x8“/2x1“ 2-Way Line Array 
Module

Power Rating  500 W AES
 1000 W program
 2000 W peak

Frequency Range 
(+/- 3 dB)

75 Hz – 20 kHz

Coverage Pattern (hxv) 120°x10°

Sensitivity 104 dB 1w/1m

Maximum SPL 134 dB

Woofer 2 x STG-8L 250W AES, 2,5“ 
voice coil, neodymium

Driver 2 x STG-45NB 50W AES, 1,75“ 
voice coil, neodymium

Nominal Impedance 8 Ohm

Input Connectors 2 x Neutrik® NL4 Socket 
parallel 1+/1-

Housing Birch Multiplex

Coating water-resistant Polyurea 
coating

Dimensions (h/w/d) 243x650x425 mm

Net weight 21.0 Kg

2 way line array module
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PCS-110L
2 way line array module

accessories
PCS-110FFR Flight Frame for PCS-110L or 

PCS-118LB

GS1 (EAN) Code: 
4260318510608

PCS-110FFR-L Flight Frame Light for 
PCS-110L

GS1 (EAN) Code: 
4260318510615

PCS-110L-FC Flight Case with wheels for 4 
pcs. PCS-110L modules

GS1 (EAN) Code: 
4260318511230

technical data
GS1 (EAN) CODE 4260318510592

System Type 1x10“/2x1“ 2-Way Line Array 
Module

Power Rating  450 W AES
 900 W program
 1800 W peak

Frequency Range 
(+/- 3 dB)

75 Hz – 20 kHz

Coverage Pattern (hxv) 120°x10°

Sensitivity 103 dB 1w/1m

Maximum SPL 133 dB

Woofer 1 x STG-10L 350W AES, 3“ voice 
coil, neodymium

Driver 2 x STG-45NB 50W AES, 1,75“ 
voice coil, neodymium

Nominal Impedance 16 Ohm

Input Connectors 2 x Neutrik® NL4 Socket 
parallel 1+/1-

Housing Birch Multiplex

Coating water-resistant Polyurea 
coating

Dimensions (h/w/d) 319x500x515 mm

Net weight 21.5 Kg

2 way line array module
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PCS-210L
2 way line array module

accessories
PCS-210FFR Flight Frame for PCS-210L or 

PCS-215LB

GS1 (EAN) Code: 
4260318510653

PCS-210FFR-L Flight Frame Light for
PCS-210L

GS1 (EAN) Code: 
4260318510660

PCS-210L-FC Flight Case with wheels for 4 
pcs. PCS-210L modules

GS1 (EAN) Code: 
4260318511414

technical data
GS1 (EAN) CODE 4260318510646

System Type 2x10“/2x1“ 2-Way Line Array 
Module

Power Rating  800 W AES
 1600 W program
 3200 W peak

Frequency Range 
(+/- 3 dB)

75 Hz – 20 kHz

Coverage Pattern (hxv) 120°x10°

Sensitivity 104 dB 1w/1m

Maximum SPL 136 dB

Woofer 2 x STG-10L 350W AES, 3“ 
voice coil, neodymium

Driver 2 x STG-45NB 50W AES, 1,75“ 
voice coil, neodymium

Nominal Impedance 8 Ohm

Input Connectors 2 x Neutrik® NL4 Socket 
parallel 1+/1-

Housing Birch Multiplex

Coating water-resistant Polyurea 
coating

Dimensions (h/w/d) 319x750x515 mm

Net weight 28.0 Kg

2 way line array module

P. 25



PCS-115LB
multifunctional line array subwoofer

accessories
PCS-115LB-FC Flight Case with wheels for 

PCS-115LB

GS1 (EAN) Code: 
4260318511551

PCS-115LB-TR Trolly for PCS-115LB

GS1 (EAN) Code: 
4260318511742

PCS-115LB-RC Transport and rain protection 
cover for 2 x PCS-115LB 
on Trolly

GS1 (EAN) Code: 
4260318511759

STG-M20T Adjustable M20 threaded 
distance Tube 1.0m to 1.5m

GS1 (EAN) Code: 
4260318511049

technical data
GS1 (EAN) CODE 4260318511131

System Type singel 15“ line array subwoofer

Power Rating  1200 W AES
 2400 W program
 4800 W peak

Frequency Range 
(+/- 3 dB)

40 Hz – 200 Hz

Sensitivity 99 dB 1w/1m

Maximum SPL 130 dB

Woofer 1 x STG-15NB 1200W AES, 
4“ voice coil

Suspension/Mounting  Line array fly ware for PCS-
108L-FFR
Top mounted M20 threaded 
top hat to suit M20 tapped 
poles

Nominal Impedance 8 Ohm

Input Connectors Upside and downside 
connection panel 
4 x Neutrik® NL4 Socket 
parallel 2+/2-

Housing Birch Multiplex

Coating water-resistant Polyurea 
coating

Dimensions (h/w/d) 600x430x530 mm

Net weight 39.0 Kg

multifunctional line array subwoofer
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accessories
STG-WH100 100mm blue wheel Set 

(two pcs. with brake)

GS1 (EAN) Code: 
4260318511131

PCS-118LB-TR Trolly for PCS-118LB 

GS1 (EAN) Code: 
4260318510639

PCS-118LB-FC Flight Case with wheels for 
PCS-118LB

GS1 (EAN) Code: 
4260318511247

STG-M20T Adjustable M20 threaded 
distance Tube 1.0m to 1.5m

GS1 (EAN) Code: 
4260318511049

technical data
GS1 (EAN) CODE 4260318510622

System Type singel 18“ line array subwoofer

Power Rating  1500 W AES
 3000 W program
 6000 W peak

Frequency Range 
(+/- 3 dB)

30 Hz – 200 Hz

Sensitivity 98 dB 1w/1m

Maximum SPL 132 dB

Woofer 1 x STG-18NB 1500W AES, 
4“ voice coil

Suspension/Mounting  Line array fly ware for PCS-
110L-FFR
Top mounted M20 threaded 
top hat to suit M20 tapped 
poles

Nominal Impedance 8 Ohm

Input Connectors Upside and downside 
connection panel 
4 x Neutrik® NL4 Socket 
parallel 2+/2-

Housing Birch Multiplex

Coating water-resistant Polyurea 
coating

Dimensions (h/w/d) 600x500x600 mm

Net weight 44.0 Kg

PCS-118LB
multifunctional line array subwoofer

multifunctional line array subwoofer
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PCS-212LB
multifunctional line array subwoofer

accessories
PCS-212LB-TR Trolly for PCS-212LB

GS1 (EAN) Code: 
4260318511674

PCS-212LB-FC Flight Case with wheels for 
2 x PCS-212LB

GS1 (EAN) Code: 
4260318512169

PCS-212LB-RC Rain and transport protection 
cover for PCS-212LB

GS1 (EAN) Code: 
4260318511681

STG-M20T Adjustable M20 threaded 
distance Tube 1.0m to 1.5m

GS1 (EAN) Code: 
4260318511049

technical data
GS1 (EAN) CODE  4260318510684

System Type Double 12“ line array subwoofer

Power Rating  2000 W AES
 4000 W program
 8000 W peak

Frequency Range 
(+/- 3 dB)

43 Hz – 200 Hz

Sensitivity 99 dB 1w/1m

Maximum SPL 132 dB

Woofer 2 x STG-12NB 1000W AES, 
4“ voice coil

Suspension/Mounting  Line array fly ware for PCS-
208L-FFR
Top mounted M20 threaded 
top hat to suit M20 tapped 
poles

Nominal Impedance 4 Ohm

Input Connectors Upside and downside 
connection panel 
4 x Neutrik® NL4 Socket 
parallel 2+/2-

Housing Birch Multiplex

Coating water-resistant Polyurea 
coating

Dimensions (h/w/d) 400x650x600 mm

Net weight 43.9 Kg

multifunctional line array subwoofer
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accessories
STG-WH100 100mm blue wheel Set (two 

pcs. with brake)

GS1 (EAN) Code: 
4260318511131

PCS-215LB-TR Trolly for PCS-215LB 

GS1 (EAN) Code: 
4260318511698

PCS-215LB-RC Rain and transport protection 
cover for PCS-215LB

GS1 (EAN) Code: 
4260318511704

STG-M20T Adjustable M20 threaded 
distance Tube 1.0m to 1.5m

GS1 (EAN) Code: 
4260318511049

technical data
GS1 (EAN) CODE 4260318510677

System Type Double 15“ line array subwoofer

Power Rating  2400 W AES
 4800 W program
 9600 W peak

Frequency Range 
(+/- 3 dB)

39 Hz – 200 Hz

Sensitivity 99 dB 1w/1m

Maximum SPL 135 dB

Woofer 2 x STG-15NB 1200W AES, 
4“ voice coil

Suspension/Mounting  Line array fly ware for PCS-
210L-FFR
Top mounted M20 threaded 
top hat to suit M20 tapped 
poles

Nominal Impedance 4 Ohm

Input Connectors Upside and downside 
connection panel 
4 x Neutrik® NL4 Socket 
parallel 2+/2-

Housing Birch Multiplex

Coating water-resistant Polyurea 
coating

Dimensions (h/w/d) 600x750x600 mm

Net weight 54.0 Kg

PCS-215LB
multifunctional line array subwoofer

multifunctional line array subwoofer
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ffr flight frame

connecting part

trolly for subwoofers

LINE ARRAY ACCESSORIES AND 
APPLICATION EXAMPLES

rain protection

ffr-l flight frame
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transport casepcs-108l hanging

ground-stack flying stack

tube-combination module rear side
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GROUND 
STACK 
SUBWOOFERS
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single subwoofers double subwoofer triple subwoofers
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PCS-112B
single subwoofer

technical data
GS1 (EAN) CODE 4260318510387

System Type singel 12“ subwoofer

Power Rating  650 W AES
 1300 W program
 2600 W peak

Frequency Range 
(+/- 3 dB)

42 Hz – 180 Hz

Sensitivity 95 dB 1w/1m

Maximum SPL 127 dB

Woofer STG-12NB-A 650W AES
4“ voice coil

Suspension/Mounting Top mounted M20
threaded top hat

Nominal Impedance 8 Ohm

Input Connectors 2 x Neutrik® NL4 Socket 
parallel 1+/1-

Housing Birch Multiplex

Coating anti-scratch Polyurea coating

Dimensions (h/w/d) 530x350x450 mm

Net weight 24.0 Kg

single subwoofer

accessories
STG-WB Wheelboard for PCS-112B

GS1 (EAN) Code: 
4260318511094

STG-M20T Adjustable M20 threaded 
distance Tube 1.0m to 1.5m

GS1 (EAN) Code: 
4260318511049

PCS-112B-RC Rain and transport protection 
cover for PCS-112B

GS1 (EAN) Code: 
4260318512176
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technical data
GS1 (EAN) CODE 4260318510394

System Type singel 15“ subwoofer

Power Rating  800 W AES
 1600 W program
 3200 W peak

Frequency Range 
(+/- 3 dB)

39 Hz – 150 Hz

Sensitivity 97 dB 1w/1m

Maximum SPL 131 dB

Woofer STG-15NB-A 800W AES
4“ voice coil

Suspension/Mounting Top mounted M20
threaded top hat

Nominal Impedance 8 Ohm

Input Connectors 2 x Neutrik® NL4 Socket 
parallel 1+/1-

Housing Birch Multiplex

Coating anti-scratch Polyurea coating

Dimensions (h/w/d) 695x570x628 mm

Net weight 36.0 Kg

PCS-115B
single subwoofer

single subwoofer

accessories
STG-WH100 100mm blue wheel Set 

(two pcs. with brake)

GS1 (EAN) Code: 
4260318511131

STG-M20T Adjustable M20 threaded 
distance Tube 1.0m to 1.5m

GS1 (EAN) Code: 
4260318511049

PCS-115B-RC Rain and transport protection 
cover for PCS-115B

GS1 (EAN) Code: 
4260318512183
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PCS-118B
single subwoofer

technical data
GS1 (EAN) CODE 4260318510400

System Type singel 18“ subwoofer

Power Rating  1500 W AES
 3000 W program
 6000 W peak

Frequency Range 
(+/- 3 dB)

38 Hz – 120 Hz

Sensitivity 100 dB 1w/1m

Maximum SPL 136 dB

Woofer STG-18NB-L 1500W AES,
4“ voice coil

Suspension/Mounting Top mounted M20
threaded top hat

Nominal Impedance 8 Ohm

Input Connectors 2 x Neutrik® NL4 Socket 
parallel 1+/1-

Housing Birch Multiplex

Coating anti-scratch Polyurea coating

Dimensions (h/w/d) 600x470x600 mm

Net weight 44.0 Kg

single subwoofer

accessories
STG-WH100 100mm blue wheel Set 

(two pcs. with brake)

GS1 (EAN) Code: 
4260318511131

STG-M20T Adjustable M20 threaded 
distance Tube 1.0m to 1.5m

GS1 (EAN) Code: 
4260318511049

PCS-118B-RC Rain and transport protection 
cover for PCS-118B

GS1 (EAN) Code: 
4260318512190
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technical data
GS1 (EAN) CODE 4260318511117

System Type double 18“ ground stack 
subwoofer

Power Rating  3000 W AES
 6000 W program
 12000 W peak

Frequency Range 
(+/- 3 dB)

30 Hz – 200 Hz

Sensitivity 101 dB 1w/1m

Maximum SPL 138 dB

Woofer 2 x STG-18NB-S 1500W AES, 
4“ voice coil

Suspension/Mounting Snap in function for PCS-110L 
flight frame

Nominal Impedance 4 Ohm

Input Connectors 2 x Neutrik® NL4 Socket 
parallel 1+/1-

Housing Birch Multiplex

Coating water-resistant Polyurea 
coating

Dimensions (h/w/d) 1000x500x700 mm

Net weight 73.5 Kg

PCS-218NB
double subwoofer

double subwoofer

accessories
STG-WH100 100mm blue wheel Set 

(two pcs. with brake)

GS1 (EAN) Code: 
4260318511131

PCS-218NB-TR Trolly for PCS-218NB 

GS1 (EAN) Code: 
4260318512206

PCS-218NB-RC Rain and transport protection 
cover for PCS-218NB

GS1 (EAN) Code: 
4260318511254
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PCS-315NB
triple subwoofer

technical data
GS1 (EAN) CODE 4260318510479

System Type triple 15“ ground stack 
subwoofer

Power Rating  3600 W AES
 4200 W program
 14400 W peak

Frequency Range 
(+/- 3 dB)

38 Hz – 120 Hz

Sensitivity 101 dB 1w/1m

Maximum SPL 140 dB

Woofer 3 x STG-15NB 1200W AES, 4“ 
voice coil

Suspension/Mounting Snap in function for PCS-108L

Nominal Impedance 2.7 Ohm

Input Connectors 2 x Neutrik® NL4 Socket 
parallel 1+/1-

Housing Birch Multiplex

Coating water-resistant Polyurea 
coating

Dimensions (h/w/d) 1000x430x600 mm

Net weight 65.5 Kg

triple subwoofer

accessories
STG-WH100 100mm blue wheel Set 

(two pcs. with brake)

GS1 (EAN) Code: 
4260318511131

PCS-315NB-TR Trolly for PCS-315NB 

GS1 (EAN) Code: 
4260318512213

PCS-315NB-RC Rain and transport protection 
cover for PCS-315NB

GS1 (EAN) Code: 
4260318511568
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technical data
GS1 (EAN) CODE 4260318510486

System Type triple 18“ ground stack 
subwoofer

Power Rating  4500 W AES
 9000 W program
 18000 W peak

Frequency Range 
(+/- 3 dB)

28 Hz – 160 Hz

Sensitivity 103 dB 1w/1m

Maximum SPL 154 dB

Woofer 3 x STG-18NB 1500W AES, 4“ 
voice coil

Suspension/Mounting Snap in function for PCS-110L 
and PCS-210L flight frame

Nominal Impedance 2.7 Ohm

Input Connectors 2 x Neutrik® NL4 Socket 
parallel 1+/1-

Housing Birch Multiplex

Coating water-resistant Polyurea 
coating

Dimensions (h/w/d) 1200x500x700 mm

Net weight 91.5 Kg

PCS-318NB
triple subwoofer

triple subwoofer

accessories
STG-WH100 100mm blue wheel Set 

(two pcs. with brake)

GS1 (EAN) Code: 
4260318511131

PCS-318NB-TR Trolly for PCS-318NB 

GS1 (EAN) Code: 
4260318512220

PCS-318NB-RC Rain and transport protection 
cover for PCS-318NB

GS1 (EAN) Code: 
4260318511261
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INSTALLED
speakers

vertical array speakers (–P. 70 ff.)
special products a/p market (–P. 76 ff.)

pcs series (–P. 58 ff.)
sc series (–P. 67 ff.)

Create the perfect atmosphere – with our

— P. 46 ff. — P. 50 ff.

source point coaxial
speakers

subwoofers

— P. 56 ff. — P. 70 ff.

fullrange
speakers

vertical array speakers & 
special products
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The range of loudspeakers for 
fixed installations is as diverse as 
the demands of our customers. 
From discreet background sound 
reinforcement to the acoustic 
equipment of large clubs, halls 
and stadiums with several thou-
sand square meters. 4-Acoustic 
offers the products to master any 
challenge. During installation, 
we also support our customers 
with our immense experience and 
know-how. We benefit from the 
support of numerous installation 
projects around the globe. This 
practical knowledge also flows 
back into the development of 
our new products. In this way, we 
never stand still, but continue to 
strive for the perfect loudspeaker 
that ennobles moments.
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DOESN‘T JUST 
PRODUCE
 EXCELLENT 
SOUND.

IT

A PERFECT SPEAKER

4-Acoustic loudspeakers are 
designed to create emotions.
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A PERFECT SPEAKER

MAKES EVERY 
MOMENT
UNIQUE.
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PCS &
SC
SERIES
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The PCS series is simply sensational - the SC 
series is sheer unbelievable. Flexibility, product 
diversity and a very clean sound image are 
the main features of the speakers from the 
PCS Series. The SC Series is the reference for 
audiophile listeners. It is always used when all 
the sonic possibilities are to be exploited in all 
their brilliance.
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SOURCE POINT 
COAXIAL   
SPEAKERS
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source point coaxial speakers
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PCS-105C
source point coaxial speaker

technical data
GS1 (EAN) CODE 4260318510110

System Type 5“+1“ coaxial 
source point speaker

Power Rating  180 W AES
 360 W program
 720 W peak

Frequency Range 
(+/- 3 dB)

65 Hz – 20 kHz

Coverage Pattern (hxv) 70° radial

Sensitivity 93 dB 1w/1m

Maximum SPL 117 dB

Chassis 1 x STG-5C 150W AES + 30W 
AES coaxial neodymium

Nominal Impedance 8 Ohm

Input Connectors 2 x Neutrik® NL4 Socket 
parallel 1+/1- (left and right)

Housing Birch Multiplex

Suspension/Mounting 12xM6 suspension

Coating anti-scratch Polyurethane 
coating

Dimensions (h/w/d) 165x140x185 mm

Net weight 3.1 Kg

accessories
WH-105C Wall mounting kit for

PCS-105C

GS1 (EAN) Code: 
4260318511308

CB-105C Hanging bracket kit for 
PCS-105C

GS1 (EAN) Code: 
4260318511650

SB-105C Standing frame for PCS-105C

GS1 (EAN) Code: 
4260318511322

source point coaxial speaker
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PCS-108C
source point coaxial speaker

technical data
GS1 (EAN) CODE 4260318510127

System Type 8“+1“ coaxial 
source point speaker

Power Rating  300 W AES
600 W program
1200 W peak

Frequency Range 
(+/- 3 dB)

55 Hz - 20 kHz

Coverage Pattern (hxv) 100° radial

Sensitivity 98 dB 1w/1m

Maximum SPL 125 dB

Chassis 1 x STG-8C 250W AES + 50W 
AES, coaxial neodymium

Nominal Impedance 8 Ohm

Input Connectors 2 x Neutrik® NL4 Socket 
parallel 1+/1- (left and right)

Housing Birch Multiplex

Suspension/Mounting 12xM6 suspension

Coating anti-scratch Polyurethane 
coating

Dimensions (h/w/d) 244x220x265 mm

Net weight 3.8 Kg

accessories
WH-108C Wall mounting kit for 

PCS-108C

GS1 (EAN) Code: 
4260318511315

CB-108C Hanging bracket kit for 
PCS-108C

GS1 (EAN) Code: 
4260318511674

SB-108C Standing frame for PCS-108C

GS1 (EAN) Code: 
4260318511667

source point coaxial speaker

P. 49



SUBWOOFERS 
FOR FIXED 
INSTALLATION
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single subwoofers double subwoofer
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PCS-112BQ
single subwoofer

single subwoofer

technical data
GS1 (EAN) CODE 4260318512060

System Type singel 12“ subwoofer

Power Rating  650 W AES
 1300 W program
 2600 W peak

Frequency Range 
(+/- 3 dB)

42 Hz – 180 Hz

Sensitivity 95 dB 1w/1m

Maximum SPL 127 dB

Woofer STG-12NB-A 650W AES
4“ voice coil

Suspension/Mounting Top mounted M20
threaded top hat

Nominal Impedance 8 Ohm

Input Connectors 2 x Neutrik® NL4 Socket 
parallel 1+/1-

Housing Birch Multiplex

Coating anti-scratch Polyurea coating

Dimensions (h/w/d) 600x470x600 mm

Net weight 25.0 Kg
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PCS-115BQ
single subwoofer

single subwoofer

technical data
GS1 (EAN) CODE 4260318512077

System Type singel 15“ subwoofer

Power Rating  800 W AES
 1600 W program
 3200 W peak

Frequency Range 
(+/- 3 dB)

39 Hz – 150 Hz

Sensitivity 97 dB 1w/1m

Maximum SPL 131 dB

Woofer STG-15FB-S 800W AES
4“ voice coil

Suspension/Mounting Top mounted M20
threaded top hat

Nominal Impedance 8 Ohm

Input Connectors 2 x Neutrik® NL4 Socket 
parallel 1+/1-

Housing Birch Multiplex

Coating anti-scratch Polyurea coating

Dimensions (h/w/d) 695x570x600 mm

Net weight 36.5 Kg
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PCS-118BQ
single subwoofer

single subwoofer

technical data
GS1 (EAN) CODE 4260318511087

System Type singel 18“ subwoofer

Power Rating  1500 W AES
 3000 W program
 6000 W peak

Frequency Range 
(+/- 3 dB)

38 Hz – 120 Hz

Sensitivity 100 dB 1w/1m

Maximum SPL 136 dB

Woofer STG-18NB-L 1500W AES
4“ voice coil

Suspension/Mounting Top mounted M20
threaded top hat

Nominal Impedance 8 Ohm

Input Connectors 2 x Neutrik® NL4 Socket 
parallel 1+/1-

Housing Birch Multiplex

Coating anti-scratch Polyurea coating

Dimensions (h/w/d) 695x570x628 mm

Net weight 44.0 Kg
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PCS-218BQ
double subwoofer

double subwoofer

technical data
GS1 (EAN) CODE 4260318511100

System Type double 18“ subwoofer

Power Rating  3000 W AES
 6000 W program
 12000 W peak

Frequency Range 
(+/- 3 dB)

30 Hz – 200 Hz

Sensitivity 101 dB 1w/1m

Maximum SPL 138 dB

Woofer 2 x STG-18NB-S 1500W AES, 
4“ voice coil

Nominal Impedance 4 Ohm

Input Connectors 2 x Neutrik® NL4 Socket 
parallel 1+/1-

Housing Birch Multiplex

Coating anti-scratch Polyurea coating

Dimensions (h/w/d) 1000x500x700 mm

Net weight 73.5 Kg
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FULLRANGE
SPEAKERS
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multifunctional
fullrange (pcs-q)

high end fullrange
(sc-series)

multifunctional
fullrange (pcs-t)
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PCS-106Q
multifunctional fullrange speaker

multifunctional fullrange speaker

accessories
WH-Q Wall mounting frame for 

PCS-106Q/108Q

GS1 (EAN) Code: 
4260318512152

STG-SPST Tripod Speaker Stand

GS1 (EAN) Code: 
4260318511032

technical data
GS1 (EAN) CODE 4260318511636

System Type 2-Way 6.5“+1“
Fullrange Speaker

Power Rating  100 W AES
 200 W program
 400 W peak

Frequency Range 
(+/- 3 dB)

57 Hz – 20 kHz

Coverage Pattern (hxv) 60° radial

Sensitivity 95 dB 1w/1m

Maximum SPL 117 dB

Woofer 1 x STG-6Q

Driver 1 x STG-34R

Nominal Impedance 8 Ohm

Input Connectors 2 x Neutrik® NL4 Socket 
parallel 1+/1-

Housing Birch Multiplex

Suspension/Mounting VESA 75 (Backside)
10 x M8 suspension
U-Profil-Base

Coating anti-scratch
Polyurethane coating

Dimensions (h/w/d) 365x249x242 mm

Net weight 9.5 Kg
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PCS-108Q
multifunctional fullrange speaker

multifunctional fullrange speaker

accessories
WH-Q Wall mounting frame for 

PCS-106Q/108Q

GS1 (EAN) Code: 
4260318512152

STG-SPST Tripod Speaker Stand

GS1 (EAN) Code: 
4260318511032

technical data
GS1 (EAN) CODE 4260318511643

System Type 2-Way 8“+1“
Fullrange Speaker

Power Rating  200 W AES
 400 W program
 800 W peak

Frequency Range 
(+/- 3 dB)

53 Hz – 20 kHz

Coverage Pattern (hxv) 90°x40°

Sensitivity 96 dB 1w/1m

Maximum SPL 122 dB

Woofer 1 x STG-8Q

Driver 1 x STG-34R

Nominal Impedance 8 Ohm

Input Connectors 2 x Neutrik® NL4 Socket 
parallel 1+/1-

Housing Birch Multiplex

Suspension/Mounting VESA 75 (Backside)
10 x M8 suspension
U-Profil-Base

Coating anti-scratch
Polyurethane coating

Dimensions (h/w/d) 450x275x290  mm

Net weight 13.0 Kg
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PCS-110Q
multifunctional fullrange speaker

multifunctional fullrange speaker

accessories
HF-Q Hanging Frame PCS-Q Serie

GS1 (EAN) Code: 
4260318512169

STG-SPST Tripod Speaker Stand

GS1 (EAN) Code: 
4260318511032

technical data
GS1 (EAN) CODE 4260318511469

System Type 2-Way 10“+1“
Fullrange Speaker

Power Rating  250 W AES
 500 W program
 1000 W peak

Frequency Range 
(+/- 3 dB)

50 Hz – 20 kHz

Coverage Pattern (hxv) 90°x40°

Sensitivity 98 dB 1w/1m

Maximum SPL 128 dB

Woofer 1 x STG-10Q

Driver 1 x STG-45F

Nominal Impedance 8 Ohm

Input Connectors 2 x Neutrik® NL4 Socket 
parallel 1+/1-

Housing Birch Multiplex

Suspension/Mounting 35 mm pole socket
10 x M8 suspension
U-Profil-Base

Coating anti-scratch Polyurethane 
coating

Dimensions (h/w/d) 525x312x295 mm

Net weight 16.5 Kg
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PCS-112Q
multifunctional fullrange speaker

multifunctional fullrange speaker

accessories
HF-Q Hanging Frame PCS-Q Serie

GS1 (EAN) Code: 
4260318512169

STG-SPST Tripod Speaker Stand

GS1 (EAN) Code: 
4260318511032

technical data
GS1 (EAN) CODE 4260318512008

System Type 2-Way 12“+1,4“
Fullrange Speaker

Power Rating  500 W AES
 1000 W program
 2000 W peak

Frequency Range 
(+/- 3 dB)

41 Hz – 20 kHz

Coverage Pattern (hxv) 80°x50°

Sensitivity 101 dB 1w/1m

Maximum SPL 136 dB

Woofer 1 x STG-12Q

Driver 1 x STG-75B

Nominal Impedance 8 Ohm

Input Connectors 2 x Neutrik® NL4 Socket 
parallel 1+/1-

Housing Birch Multiplex

Suspension/Mounting 35 mm pole socket
10 x M8 suspension
U-Profil-Base

Coating anti-scratch Polyurethane 
coating

Dimensions (h/w/d) 620x374x385 mm

Net weight 23.0 Kg
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PCS-115Q
multifunctional fullrange speaker

multifunctional fullrange speaker

accessories
HF-Q Hanging Frame PCS-Q Serie

GS1 (EAN) Code: 
4260318512169

STG-SPST Tripod Speaker Stand

GS1 (EAN) Code: 
4260318511032

technical data
GS1 (EAN) CODE 4260318511711

System Type 2-Way 15“+1,4“
Fullrange Speaker

Power Rating  600 W AES
 1200 W program
 2400 W peak

Frequency Range 
(+/- 3 dB)

40 Hz – 20 kHz

Coverage Pattern (hxv) 80°x50°

Sensitivity 101 dB 1w/1m

Maximum SPL 136 dB

Woofer 1 x STG-15Q

Driver 1 x STG-75B

Nominal Impedance 8 Ohm

Input Connectors 2 x Neutrik® NL4 Socket 
parallel 1+/1-

Housing Birch Multiplex

Suspension/Mounting 35 mm pole socket
10 x M8 suspension
U-Profil-Base

Coating anti-scratch Polyurethane 
coating

Dimensions (h/w/d) 700x419x436 mm

Net weight 34.0 Kg
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multifunctional fullrange speaker

GS1 (EAN) CODE 4260318510257

System Type 2-Way 8“+1“ 
Fullrange Speaker

Power Rating  250 W AES
 500 W program
 1000 W peak

Frequency Range 
(+/- 3 dB)

53 Hz – 20 kHz

Coverage Pattern (hxv) 90°x40°

Sensitivity 97 dB 1w/1m

Maximum SPL 127 dB

Woofer 1 x STG-08T

Driver 1 x STG-44R

Nominal Impedance 8 Ohm

Input Connectors 2 x Neutrik® NL4 Socket 
parallel 1+/1-

Housing Birch Multiplex

Suspension/Mounting VESA 75 (Backside)
35 mm pole socket
16 x M8 suspension
U-Profil-Base

Coating anti-scratch Polyurethane 
coating

Dimensions (h/w/d) 450x279x276 mm

Net weight 14.7 Kg

accessories
WH-T Wall mounting frame for 

PCS-108T/110T

GS1 (EAN) Code: 
4260318512152

STG-SPST Tripod Speaker Stand

GS1 (EAN) Code: 
4260318511032

technical data PCS-108T
multifunctional fullrange speaker
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PCS-110T
multifunctional fullrange speaker

multifunctional fullrange speaker

accessories
WH-T Wall mounting frame for 

PCS-108T/110T

GS1 (EAN) Code: 
4260318512152

STG-SPST Tripod Speaker Stand

GS1 (EAN) Code: 
4260318511032

technical data
GS1 (EAN) CODE 4260318510264

System Type 2-Way 10“+1“ 
Fullrange Speaker

Power Rating  300 W AES
 600 W program
 1200 W peak

Frequency Range 
(+/- 3 dB)

49 Hz – 20 kHz

Coverage Pattern (hxv) 90°x40°

Sensitivity 98 dB 1w/1m

Maximum SPL 128 dB

Woofer 1 x STG-10T

Driver 1 x STG-44R

Nominal Impedance 8 Ohm

Input Connectors 2 x Neutrik® NL4 Socket 
parallel 1+/1-

Housing Birch Multiplex

Suspension/Mounting VESA 75 (Backside)
35 mm pole socket
16 x M8 suspension
U-Profil-Base

Coating anti-scratch Polyurethane 
coating

Dimensions (h/w/d) 510x315x322 mm

Net weight 18.6 Kg
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multifunctional fullrange speaker

PCS-112T
multifunctional fullrange speaker

accessories
HF-T Hanging Frame PCS-T Serie

GS1 (EAN) Code: 
4260318512169

STG-SPST Tripod Speaker Stand

GS1 (EAN) Code: 
4260318511032

technical data
GS1 (EAN) CODE 4260318510271

System Type 2-Way 12“+1,4“ 
Fullrange Speaker

Power Rating  500 W AES
 1000 W program
 2000 W peak

Frequency Range 
(+/- 3 dB)

41 Hz – 20 kHz

Coverage Pattern (hxv) 90°x40°

Sensitivity 101 dB 1w/1m

Maximum SPL 133 dB

Woofer 1 x STG-12T

Driver 1 x STG-75

Nominal Impedance 8 Ohm

Input Connectors 2 x Neutrik® NL4 Socket 
parallel 1+/1-

Housing Birch Multiplex

Suspension/Mounting 35 mm pole socket
18 x M8 suspension
U-Profil-Base

Coating anti-scratch Polyurethane 
coating

Dimensions (h/w/d) 620x386x405 mm

Net weight 26.8 Kg
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PCS-115T
multifunctional fullrange speaker

multifunctional fullrange speaker

accessories
HF-T Hanging Frame PCS-T Serie

GS1 (EAN) Code: 
4260318512169

STG-SPST Tripod Speaker Stand

GS1 (EAN) Code: 
4260318511032

technical data
GS1 (EAN) CODE 4260318510288

System Type 2-Way 15“+1,4“ 
Fullrange Speaker

Power Rating  600 W AES
 1200 W program
 2400 W peak

Frequency Range 
(+/- 3 dB)

39 Hz – 20 kHz

Coverage Pattern (hxv) 90°x40°

Sensitivity 103 dB 1w/1m

Maximum SPL 136 dB

Woofer 1 x STG-15T

Driver 1 x STG-75

Nominal Impedance 8 Ohm

Input Connectors 2 x Neutrik® NL4 Socket 
parallel 1+/1-

Housing Birch Multiplex

Suspension/Mounting 35 mm pole socket
18 x M8 suspension
U-Profil-Base

Coating anti-scratch Polyurethane 
coating

Dimensions (h/w/d) 700x450x490 mm

Net weight 38.1 Kg
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No compromises, but only the best possible, 
precise sound. This is the concept behind 
the two high end fullrange loudspeakers in 12 
and 15 inch versions. So it‘s no surprise that 
the SC-12 and SC-15 feature only premium 
components - such as high end Precision 
Devices® drivers. Selected baltic multiplex 
wood forms the space for the two sound 
wonders. The speakers are finished with a high 
quality polyurethane lacquer.

SC
SERIES

— next pages

HIGH END
FULLRANGE.
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SC-12
high end fullrange speaker

accessories
HF-SC Hanging Frame PCS-SC Serie

GS1 (EAN) Code: 
4260318512169

STG-SPST Tripod Speaker Stand

GS1 (EAN) Code: 
4260318511032

technical data
GS1 (EAN) CODE 4260318511728

System Type 2-Way 12“+1,5“ 
Fullrange Speaker

Power Rating  550 W AES
 1100 W program
 2200 W peak

Frequency Range 
(+/- 3 dB)

50 Hz – 20 kHz

Coverage Pattern (hxv) 80°x50°

Sensitivity 98 dB 1w/1m

Maximum SPL 128 dB

Woofer 1 x STG-123FP

Driver STG-1.53NP

Nominal Impedance 8 Ohm

Input Connectors 2 x Neutrik® NL4 Socket 
parallel 1+/1-

Housing Birch Multiplex

Suspension/Mounting 35 mm pole socket
15 x M8 suspension
U-Profil-Base

Coating anti-scratch Polyurethane 
coating

Dimensions (h/w/d) 610x361x377 mm

Net weight 29.0 Kg

high end fullrange speaker
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SC-15
high end fullrange speaker

accessories
HF-SC Hanging Frame PCS-SC Serie

GS1 (EAN) Code: 
4260318512169

STG-SPST Tripod Speaker Stand

GS1 (EAN) Code: 
4260318511032

technical data
GS1 (EAN) CODE 4260318511735

System Type 2-Way 15“+1,5“ 
Fullrange Speaker

Power Rating  600 W AES
 1200 W program
 2400 W peak

Frequency Range 
(+/- 3 dB)

40 Hz – 20 kHz

Coverage Pattern (hxv) 80°x50°

Sensitivity 101 dB 1w/1m

Maximum SPL 136 dB

Woofer 1 x STG-153FP

Driver STG-1.53NP

Nominal Impedance 8 Ohm

Input Connectors 2 x Neutrik® NL4 Socket 
parallel 1+/1-

Housing Birch Multiplex

Suspension/Mounting 35 mm pole socket
15 x M8 suspension
U-Profil-Base

Coating anti-scratch Polyurethane 
coating

Dimensions (h/w/d) 700x431,5x436 mm

Net weight 34.0 Kg

high end fullrange speaker
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ARRAY SPEAKER 
& SPECIAL 
PRODUCTS 
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ASIA-PACIFIC 
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vertical array speakers special products a/p 
market

subwoofers

— P. 78 ff.ktv speakers
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PCS-205
vertical array speaker

vertical array speaker

accessories
WH-X05 Wall mounting kit for PCS-X05

GS1 (EAN) Code: 
4260318511407

STG-SPST Tripod Speaker Stand

GS1 (EAN) Code: 
4260318511032

technical data
GS1 (EAN) CODE 4260318510332

System Type 2-Way 2x5“+1“ Vertikal Array

Power Rating  200 W AES
 400 W program
 800 W peak

Frequency Range 
(+/- 3 dB)

80 Hz – 20 kHz

Coverage Pattern (hxv) 100°x40°

Sensitivity 95 dB 1w/1m

Maximum SPL 123 dB

Woofer 2 x STG-X05

Driver 1 x STG-44S

Nominal Impedance 4 Ohm

Input Connectors 2 x Neutrik® NL4 Socket 
parallel 1+/1-

Housing Birch Multiplex

Suspension/Mounting VESA 75 (Rückseite)
35 mm Stativhülse
12 x M8 Anschlagpunkte
VLS-Aufnahme

Coating anti-scratch Polyurethane 
coating

Dimensions (h/w/d) 515x205x168 mm

Net weight 9.5 Kg
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PCS-405
vertical array speaker

vertical array speaker

accessories
WH-X05 Wall mounting kit for PCS-X05

GS1 (EAN) Code: 
4260318511407

STG-SPST Tripod Speaker Stand

GS1 (EAN) Code: 
4260318511032

technical data
GS1 (EAN) CODE 4260318510349

System Type 2-Way 4x5“+1“ Vertikal Array

Power Rating  350 W AES
 700 W program
 1400 W peak

Frequency Range 
(+/- 3 dB)

77 Hz – 20 kHz

Coverage Pattern (hxv) 100°x40°

Sensitivity 97 dB 1w/1m

Maximum SPL 127 dB

Woofer 4 x STG-X05

Driver 1 x STG-44S

Nominal Impedance 8 Ohm

Input Connectors 2 x Neutrik® NL4 Socket 
parallel 1+/1-

Housing Birch Multiplex

Suspension/Mounting VESA 75 (Rückseite)
35 mm Stativhülse
12 x M8 Anschlagpunkte
VLS-Aufnahme

Coating anti-scratch Polyurethane 
coating

Dimensions (h/w/d) 795x205x168 mm

Net weight 15.5 Kg
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PCS-605
vertical array speaker

vertical array speaker

accessories
WH-X05 Wall mounting kit for PCS-X05

GS1 (EAN) Code: 
4260318511407

STG-SPST Tripod Speaker Stand

GS1 (EAN) Code: 
4260318511032

technical data
GS1 (EAN) CODE 4260318510356

System Type 2-Way 6x5“+1“ Vertikal Array

Power Rating  500 W AES
 1000 W program
 2000 W peak

Frequency Range 
(+/- 3 dB)

75 Hz – 20 kHz

Coverage Pattern (hxv) 100°x40°

Sensitivity 99 dB 1w/1m

Maximum SPL 132 dB

Woofer 6 x STG-X05

Driver 1 x STG-44S

Nominal Impedance 12 Ohm

Input Connectors 2 x Neutrik® NL4 Socket 
parallel 1+/1-

Housing Birch Multiplex

Suspension/Mounting VESA 75 (Rückseite)
35 mm pole socket
12 x M8 suspension points
VSL mounting base

Coating anti-scratch Polyurethane 
coating

Dimensions (h/w/d) 1075x205x168 mm

Net weight 20.0 Kg
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A/P
MAR-
KET

Striving for the best loudspeaker also means 
that we listen to our customers‘ wishes in 
product development. For this reason, we also 
offer products that are designed specifically 
for the Asia-Pacific market and are also only 
available here, exclusively.

— next pages

SPEAKERS
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HCS-118B
single subwoofer with ferrite chassis

single subwoofer

technical data
GS1 (EAN) CODE 4260318510813

System Type singel 18“ Subwoofer

Power Rating  1000 W AES
 1400 W program
 2800 W peak

Frequency Range 
(+/- 3 dB)

37 Hz – 250 Hz

Sensitivity 98 dB 1w/1m

Maximum SPL 128 dB

Woofer STG-18FR 1000W AES, 
4“ voice coil

Suspension/Mounting Top mounted M20
threaded top hat

Nominal Impedance 8 Ohm

Input Connectors 2 x Neutrik® NL4 Socket 
parallel 1+/1-

Housing Birch Multiplex

Coating anti-scratch Polyurea coating

Dimensions (h/w/d) 695x570x600 mm

Net weight 43.5 Kg
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HCS-118NB
single subwoofer with neodymium 
chassis

single subwoofer

technical data
GS1 (EAN) CODE 4260318511124

System Type singel 18“ Subwoofer

Power Rating  1500 W AES
 3000 W program
 6000 W peak

Frequency Range 
(+/- 3 dB)

30 Hz – 250 Hz

Sensitivity 98 dB 1w/1m

Maximum SPL 133 dB

Woofer STG-18N 1500W AES, 
4“ voice coil

Suspension/Mounting Top mounted M20
threaded top hat

Nominal Impedance 8 Ohm

Input Connectors 2 x Neutrik® NL4 Socket 
parallel 1+/1-

Housing Birch Multiplex

Coating anti-scratch Polyurea coating

Dimensions (h/w/d) 695x570x600 mm

Net weight 40.0 Kg
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PCS-110J
ktv fullrange speaker

ktv fullrange speaker

accessories
HF-J Hanging Frame PCS-J Serie

GS1 (EAN) Code: 
4260318512169

STG-SPST Tripod Speaker Stand

GS1 (EAN) Code: 
4260318511032

technical data
GS1 (EAN) CODE 4260318511780

System Type 2-Way 10“ + 1“ KTV Speaker

Power Rating  300 W AES
 600 W program
 1200 W peak

Frequency Range 
(+/- 3 dB)

49 Hz – 20 kHz

Coverage Pattern (hxv) 100°x40°

Sensitivity 99 dB 1w/1m

Maximum SPL 128 dB

Woofer 1 x STG-10J

Driver 1 x STG-45NB

Nominal Impedance 8 Ohm

Input Connectors 2 x Neutrik® NL4 Socket 
parallel 1+/1-

Housing Birch Multiplex

Suspension/Mounting 35 mm pole socket
19 x M8 suspension
VSL mounting base

Coating anti-scratch Polyurethane 
coating

Dimensions (h/w/d) 550x330x313 mm

Net weight 18.5 Kg
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PCS-112J
ktv fullrange speaker

ktv fullrange speaker

accessories
HF-J Hanging Frame PCS-J Serie

GS1 (EAN) Code: 
4260318512169

STG-SPST Tripod Speaker Stand

GS1 (EAN) Code: 
4260318511032

technical data
GS1 (EAN) CODE 4260318511797

System Type 2-Way 12“ + 1“ KTV Speaker

Power Rating  350 W AES
 700 W program
 1400 W peak

Frequency Range 
(+/- 3 dB)

41 Hz – 20 kHz

Coverage Pattern (hxv) 100°x40°

Sensitivity 102 dB 1w/1m

Maximum SPL 133 dB

Woofer 1 x STG-12J

Driver 1 x STG-45NB

Nominal Impedance 8 Ohm

Input Connectors 2 x Neutrik® NL4 Socket 
parallel 1+/1-

Housing Birch Multiplex

Suspension/Mounting 35 mm pole socket
19 x M8 suspension
VSL mounting base

Coating anti-scratch Polyurethane 
coating

Dimensions (h/w/d) 630x385x342 mm

Net weight 23.8 Kg
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PCS-110K
ktv fullrange speaker

ktv fullrange speaker

accessories
HF-K Hanging Frame PCS-K Serie

GS1 (EAN) Code: 
4260318512169

STG-SPST Tripod Speaker Stand

GS1 (EAN) Code: 
4260318511032

technical data
GS1 (EAN) CODE 4260318510363

System Type 2-Way 10“ + 1“ KTV Speaker

Power Rating  300 W AES
 600 W program
 1200 W peak

Frequency Range 
(+/- 3 dB)

49 Hz – 20 kHz

Coverage Pattern (hxv) 90°x40°

Sensitivity 99 dB 1w/1m

Maximum SPL 128 dB

Woofer 1 x STG-10K

Driver 1 x STG-45NB

Nominal Impedance 8 Ohm

Input Connectors 2 x Neutrik® NL4 Socket 
parallel 1+/1-

Housing Birch Multiplex

Suspension/Mounting 35 mm pole socket
19 x M8 suspension
VSL mounting base

Coating anti-scratch Polyurethane 
coating

Dimensions (h/w/d) 550x330x314 mm

Net weight 18.5 Kg
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PCS-112K
ktv fullrange speaker

ktv fullrange speaker

accessories
HF-K Hanging Frame PCS-K Serie

GS1 (EAN) Code: 
4260318512169

STG-SPST Tripod Speaker Stand

GS1 (EAN) Code: 
4260318511032

technical data
GS1 (EAN) CODE 4260318510370

System Type 2-Way 12“ + 1“ KTV Speaker

Power Rating  350 W AES
 700 W program
 1400 W peak

Frequency Range 
(+/- 3 dB)

41 Hz – 20 kHz

Coverage Pattern (hxv) 90°x40°

Sensitivity 102 dB 1w/1m

Maximum SPL 133 dB

Woofer 1 x STG-12K

Driver 1 x STG-45NB

Nominal Impedance 8 Ohm

Input Connectors 2 x Neutrik® NL4 Socket 
parallel 1+/1-

Housing Birch Multiplex

Suspension/Mounting 35 mm pole socket
19 x M8 suspension
VSL mounting base

Coating anti-scratch Polyurethane 
coating

Dimensions (h/w/d) 630x384x342 mm

Net weight 23.8 Kg
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ELECTRONICS
The perfect match.  4-Acoustic speakers combined with our

— P. 84 ff. — P. 94 ff.

— P. 104 ff. — P. 110 ff.

class d amplifier class h amplifier

class td amplifier dsp signalmanagement
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Amplifier and signal manage-
ment on the cutting edge. To 
round off the 4-Acoustic sound 
experience, our range offers 
everything you need as a profes-
sional. High-performance and 
efficient amplifiers with sufficient 
power reserves. In digital and 
analog design. In addition, the 
latest loudspeaker management 
components with DSP techno-
logy developed in Germany. No 
matter whether in touring or for 
permanently installed sound 
systems. Our Electronics are 
the right choice to perfect your 
4-Acoustic experience.
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CLASS D 
AMPLIFIER
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1u class d amplifiers 2u class d amplifiers
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SX-25000
2 channel class d amplifier 1u

technical data
GS1 (EAN) CODE 4260318511858

System Type 2 channel class D amplifier

Output Power
all channels driven
20Hz - 20 kHz, 0.1 % THD

2 x 6000W @ 2Ohm
2 x 4300W @ 4Ohm
2 x 2600W @ 8Ohm

Output Power
Bridge mode

–
–

THD+N @ 8Ω 1kHz,1dB ≤0.05%

Slew Rate >30v/μs

Frequency Response
@1Watt, 8 Ohm

10Hz -20kHz / ±0.35dB

Damping Factor
(@100Hz)

>5000

Signal to Noise Ratio
20Hz -20 kHz

>99dB

Channel Separation
Crosstalk@1kHz

>70dB

Voltage Gain 45.4dB (0,775V:144V)

Input Sensitivity selectable 0.775V/1V/1.4V/2V

Input Impedance 20k Ohm Balanced
10k Ohm Unbalanced

Front Control Power switch, Gain control

Rear Control Sensitivity Switch,
Mode Switch

LED Indicators Signal VU Meter
Protect,
Parallel

Input Connectors XLR Active balanced
pin1 gnd / pin 2+ / pin3-

Output Connectors 2 Neutrik® NL4 Sockets
2 Binding Posts

Cooling  Low Noise Continuously 
Variable speed fan

Protection On/Off muting
DC fault power
Supply shutdown

Operating Voltage 230V (+/- 10%), 50-60Hz
USA Version
110V (+/- 10%), 50-60Hz

Idle Power Consumption < 165W

Max. Power Consumption < 5000W

Fuse T-30A

Dimensions (h/w/d) 19“/1U 483W x 402D x 44H

Net weight 8.4 Kg

1u class d amplifier
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SX-44000
4 channel class d amplifier 1u

technical data
GS1 (EAN) CODE 4260318512022

System Type 4 channel class D amplifier

Output Power
all channels driven
20Hz - 20 kHz, 0.1 % THD

4 x 2700W @ 2Ohm
4 x 1830W @ 4Ohm
4 x 1100W @ 8Ohm

Output Power
Bridge mode

2 x 5000W @ 4Ohm
2 x 3660W @ 8Ohm
2 x 3200W @16Ohm

THD+N @ 8Ω 1kHz,1dB ≤0.05%

Slew Rate >30v/μs

Frequency Response
@1Watt, 8 Ohm

10Hz -20kHz / ±0.35dB

Damping Factor
(@100Hz)

>3000

Signal to Noise Ratio
20Hz -20 kHz

>99dB

Channel Separation
Crosstalk@1kHz

>70dB

Voltage Gain 41,7dB (0,775V:94V)

Input Sensitivity selectable 0.775V/1V/1.4V/2V

Input Impedance 20k Ohm Balanced
10k Ohm Unbalanced

Front Control Power switch, Gain control

Rear Control Sensitivity Switch,
Mode Switch

LED Indicators Signal VU Meter
Protect,
Parallel

Input Connectors XLR Active balanced
pin1 gnd / pin 2+ / pin3-

Output Connectors 4 Neutrik® NL4 Sockets

Cooling  Low Noise Continuously 
Variable speed fan

Protection On/Off muting
DC fault power
Supply shutdown

Operating Voltage 230V (+/- 10%), 50-60Hz
USA Version
110V (+/- 10%), 50-60Hz

Idle Power Consumption < 130W

Max. Power Consumption < 4000W

Fuse T-25A

Dimensions (h/w/d) 19“/1U 483W x 402D x 44H

Net weight 8.2 Kg

1u class d amplifier
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SX-46000
4 channel class d amplifier 1u

technical data
GS1 (EAN) CODE 4260318511865

System Type 4 channel class D amplifier

Output Power
all channels driven
20Hz - 20 kHz, 0.1 % THD

4 x 3800W @ 2Ohm
4 x 2700W @ 4Ohm
4 x 1600W @ 8Ohm

Output Power
Bridge mode

2 x 7600W @ 4Ohm
2 x 5400W @ 8Ohm
2 x 3200W @16Ohm

THD+N @ 8Ω 1kHz,1dB ≤0.05%

Slew Rate >30v/μs

Frequency Response
@1Watt, 8 Ohm

10Hz -20kHz / ±0.35dB

Damping Factor
(@100Hz)

>3000

Signal to Noise Ratio
20Hz -20 kHz

>99dB

Channel Separation
Crosstalk@1kHz

>70dB

Voltage Gain 43,3dB (0,775V:113V)

Input Sensitivity selectable 0.775V/1V/1.4V/2V

Input Impedance 20k Ohm Balanced
10k Ohm Unbalanced

Front Control Power switch, Gain control

Rear Control Sensitivity Switch,
Mode Switch

LED Indicators Signal VU Meter
Protect,
Parallel

Input Connectors XLR Active balanced
pin1 gnd / pin 2+ / pin3-

Output Connectors 4 Neutrik® NL4 Sockets

Cooling  Low Noise Continuously 
Variable speed fan

Protection On/Off muting
DC fault power
Supply shutdown

Operating Voltage 230V (+/- 10%), 50-60Hz
USA Version
110V (+/- 10%), 50-60Hz

Idle Power Consumption < 155W

Max. Power Consumption < 6000W

Fuse T-30A

Dimensions (h/w/d) 19“/1U 483W x 402D x 44H

Net weight 8.4 Kg

1u class d amplifier
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1u class d amplifier
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ST-4200
2 channel class d amplifier 2u

technical data
GS1 (EAN) CODE 4260318511469

System Type 2 channel class D amplifier

Output Power
all channels driven
20Hz - 20 kHz, 0.1 % THD

2 x 4000W @ 2Ohm
2 x 3000W @ 4Ohm
2 x 2000W @ 8Ohm

Output Power
Bridge mode

1 x 8000W @ 4Ohm
1 x 6000W @ 8Ohm

THD+N @ 8Ω 1kHz,1dB ≤0.06%

Slew Rate >60v/μs

Frequency Response
@1Watt, 8 Ohm

10Hz -34kHz / ±0.3dB

Damping Factor
(@100Hz)

>450:1

Signal to Noise Ratio
20Hz -20 kHz

>99dB

Channel Separation
Crosstalk@1kHz

>70dB

Voltage Gain 46dB (0,775V:153V)

Input Sensitivity selectable 0.775V/1V/1.5V/2V

Input Impedance 30k Ohm Balanced
15k Ohm Unbalanced

Front Control Power switch, Gain control

Rear Control Sensitivity Switch,
Mode Switch

LED Indicators Signal -30dB / -10dB = green,
Signal -4dB = yellow,
Clip = orange Protect = red, 
power = green, Bridge = yellow

Input Connectors XLR Active balanced
pin1 gnd / pin 2+ / pin3-

Output Connectors 2 Neutrik® NL4 Sockets
2 Binding Posts

Cooling  Low Noise variable speed fan

Protection Full short circuit, Open circuit,
thermal, Ultrasonic, RF Protec-
tion.Stable Into reactive or
Mismatched loads

Operating Voltage 230V (+/- 10%), 50-60Hz
USA Version
110V (+/- 10%), 50-60Hz

Fuse T-25A

Dimensions (h/w/d) 19“/2U 483W x 451D x 88H

Net weight 22.5 Kg

2u class d amplifier
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ST-4400
4 channel class d amplifier 2u

technical data
GS1 (EAN) CODE 4260318511476

System Type 4 channel class D amplifier

Output Power
all channels driven
20Hz - 20 kHz, 0.1 % THD

4 x 2000W @ 2Ohm
4 x 1500W @ 4Ohm
4 x 1000W @ 8Ohm

Output Power
Bridge mode

2 x 4000W @ 4Ohm
2 x 3000W @ 8Ohm

THD+N @ 8Ω 1kHz,1dB ≤0.06%

Slew Rate >60v/μs

Frequency Response
@1Watt, 8 Ohm

10Hz -34kHz / ±0.3dB

Damping Factor
(@100Hz)

>450:1

Signal to Noise Ratio
20Hz -20 kHz

>99dB

Channel Separation
Crosstalk@1kHz

>70dB

Voltage Gain 43dB (0,775V:108V)

Input Sensitivity selectable 0.775V/1V/1.5V/2V

Input Impedance 30k Ohm Balanced
15k Ohm Unbalanced

Front Control Power switch, Gain control

Rear Control Sensitivity Switch,
Mode Switch

LED Indicators Signal -30dB / -10dB = green,
Signal -4dB = yellow,
Clip = orange Protect = red, 
power = green, Bridge = yellow

Input Connectors XLR Active balanced
pin1 gnd / pin 2+ / pin3-

Output Connectors 4 Neutrik® NL4 Sockets

Cooling  Low Noise variable speed fan

Protection Full short circuit, Open circuit,
thermal, Ultrasonic, RF Protec-
tion.Stable Into reactive or
Mismatched loads

Operating Voltage 230V (+/- 10%), 50-60Hz
USA Version
110V (+/- 10%), 50-60Hz

Fuse T-20A

Dimensions (h/w/d) 19“/2U 483W x 470D x 88H

Net weight 23.0 Kg

2u class d amplifier
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ST-6400
4 channel class d amplifier 2u

technical data

2u class d amplifier

GS1 (EAN) CODE 4260318511483

System Type 4 channel class D amplifier

Output Power
all channels driven
20Hz - 20 kHz, 0.1 % THD

4 x 3000W @ 2Ohm
4 x 2250W @ 4Ohm
4 x 1500W @ 8Ohm

Output Power
Bridge mode

2 x 6000W @ 4Ohm
2 x 4500W @ 8Ohm

THD+N @ 8Ω 1kHz,1dB ≤0.06%

Slew Rate >60v/μs

Frequency Response
@1Watt, 8 Ohm

10Hz -34kHz / ±0.3dB

Damping Factor
(@100Hz)

>450:1

Signal to Noise Ratio
20Hz -20 kHz

>99dB

Channel Separation
Crosstalk@1kHz

>70dB

Voltage Gain 45dB (0,775V:134V)

Input Sensitivity selectable 0.775V/1V/1.5V/2V

Input Impedance 30k Ohm Balanced
15k Ohm Unbalanced

Front Control Power switch, Gain control

Rear Control Sensitivity Switch,
Mode Switch

LED Indicators Signal -30dB / -10dB = green,
Signal -4dB = yellow,
Clip = orange Protect = red, 
power = green, Bridge = yellow

Input Connectors XLR Active balanced
pin1 gnd / pin 2+ / pin3-

Output Connectors 4 Neutrik® NL4 Sockets

Cooling  Low Noise variable speed fan

Protection Full short circuit, Open circuit,
thermal, Ultrasonic, RF Protec-
tion.Stable Into reactive or
Mismatched loads

Operating Voltage 230V (+/- 10%), 50-60Hz
USA Version
110V (+/- 10%), 50-60Hz

Fuse T-25A

Dimensions (h/w/d) 19“/2U 483W x 470D x 88H

Net weight 25.5 Kg
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CLASS H 
AMPLIFIER
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2u class h amplifiers
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SQ-1200
2 channel class h amplifier 2u

technical data
GS1 (EAN) CODE 4260318511940

System Type 2 channel class H amplifier

Output Power
all channels driven
20Hz - 20 kHz, 0.1 % THD

2 x 1200W @ 2Ohm
2 x 900W @ 4Ohm
2 x 600W @ 8Ohm

Output Power
Bridge mode

1 x 2400W @ 4Ohm
1 x 1800W @ 8Ohm
1 x 1200W @16Ohm

THD+N @ 8Ω 1kHz,1dB ≤0.5%

Slew Rate >26v/μs

Frequency Response
@1Watt, 8 Ohm

10Hz -20kHz / ±0.3dB

Damping Factor
(@100Hz)

>3000

Signal to Noise Ratio
20Hz -20 kHz

>100dB

Channel Separation
Crosstalk@1kHz

>70dB

Voltage Gain 39dB (0,775V:69.5V)

Input Sensitivity selectable 0.775V/1V/1.4V

Input Impedance 20k Ohm Balanced
10k Ohm Unbalanced

Front Control Power switch, Gain control

Rear Control Sensitivity Switch,
Mode Switch

LED Indicators Signal, Clip, Protect,
Power, Bridge

Input Connectors XLR Active balanced
pin1 gnd / pin 2+ / pin3-

Output Connectors 2 NL4 Sockets
2 Binding Posts

Cooling  Low Noise Variable speed fan

Protection Full short circuit, Open circuit,
thermal, Ultrasonic,RF Protec-
tion. Stable Into reactive or
Mismatched loads

Operating Voltage 230V (+/- 10%), 50-60Hz
USA Version
110V (+/- 10%), 50-60Hz

Idle Power Consumption < 38W

Max. Power Consumption < 980W

Fuse T-15A

Dimensions (h/w/d) 19“/2U 483x486×90

Net weight 24.5 Kg

2u class h amplifier
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SQ-1600
2 channel class h amplifier 2u

technical data
GS1 (EAN) CODE 4260318511957

System Type 2 channel class H amplifier

Output Power
all channels driven
20Hz - 20 kHz, 0.1 % THD

2 x 1600W @ 2Ohm
2 x 1200W @ 4Ohm
2 x 800W @ 8Ohm

Output Power
Bridge mode

1 x 3200W @ 4Ohm
1 x 2400W @ 8Ohm
1 x 1600W @16Ohm

THD+N @ 8Ω 1kHz,1dB ≤0.5%

Slew Rate >26v/μs

Frequency Response
@1Watt, 8 Ohm

10Hz -20kHz / ±0.3dB

Damping Factor
(@100Hz)

>3000

Signal to Noise Ratio
20Hz -20 kHz

>100dB

Channel Separation
Crosstalk@1kHz

>70dB

Voltage Gain 40.3dB (0,775V:80.5V)

Input Sensitivity selectable 0.775V/1V/1.4V

Input Impedance 20k Ohm Balanced
10k Ohm Unbalanced

Front Control Power switch, Gain control

Rear Control Sensitivity Switch,
Mode Switch

LED Indicators Signal, Clip, Protect,
Power, Bridge

Input Connectors XLR Active balanced
pin1 gnd / pin 2+ / pin3-

Output Connectors 2 NL4 Sockets
2 Binding Posts

Cooling  Low Noise Variable speed fan

Protection Full short circuit, Open circuit,
thermal, Ultrasonic,RF Protec-
tion. Stable Into reactive or
Mismatched loads

Operating Voltage 230V (+/- 10%), 50-60Hz
USA Version
110V (+/- 10%), 50-60Hz

Idle Power Consumption < 38W

Max. Power Consumption < 1400W

Fuse T-20A

Dimensions (h/w/d) 19“/2U 483×486×90

Net weight 25.5 Kg

2u class h amplifier
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SQ-2000
2 channel class h amplifier 2u

technical data

2u class h amplifier

GS1 (EAN) CODE 4260318511964

System Type 2 channel class H amplifier

Output Power
all channels driven
20Hz - 20 kHz, 0.1 % THD

2 x 2000W @ 2Ohm
2 x 1500W @ 4Ohm
2 x 1000W @ 8Ohm

Output Power
Bridge mode

1 x 4000W @ 4Ohm
1 x 3000W @ 8Ohm
1 x 2000W @16Ohm

THD+N @ 8Ω 1kHz,1dB ≤0.5%

Slew Rate >26v/μs

Frequency Response
@1Watt, 8 Ohm

10Hz -20kHz / ±0.3dB

Damping Factor
(@100Hz)

>3000

Signal to Noise Ratio
20Hz -20 kHz

>100dB

Channel Separation
Crosstalk@1kHz

>70dB

Voltage Gain 41.3dB (0,775V:89.5V)

Input Sensitivity selectable 0.775V/1V/1.4V

Input Impedance 20k Ohm Balanced
10k Ohm Unbalanced

Front Control Power switch, Gain control

Rear Control Sensitivity Switch,
Mode Switch

LED Indicators Signal, Clip, Protect,
Power, Bridge

Input Connectors XLR Active balanced
pin1 gnd / pin 2+ / pin3-

Output Connectors 2 NL4 Sockets
2 Binding Posts

Cooling  Low Noise Variable speed fan

Protection Full short circuit, Open circuit,
thermal, Ultrasonic,RF Protec-
tion. Stable Into reactive or
Mismatched loads

Operating Voltage 230V (+/- 10%), 50-60Hz
USA Version
110V (+/- 10%), 50-60Hz

Idle Power Consumption < 40W

Max. Power Consumption < 2100W

Fuse T-20A

Dimensions (h/w/d) 19“/2U 483x486×90

Net weight 26.5 Kg
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SQ-2400
2 channel class h amplifier 2u

technical data

2u class h amplifier

GS1 (EAN) CODE 4260318511971

System Type 2 channel class H amplifier

Output Power
all channels driven
20Hz - 20 kHz, 0.1 % THD

2 x 2400W @ 2Ohm
2 x 1800W @ 4Ohm
2 x 1200W @ 8Ohm

Output Power
Bridge mode

1 x 4800W @ 4Ohm
1 x 3600W @ 8Ohm
1 x 2400W @16Ohm

THD+N @ 8Ω 1kHz,1dB ≤0.5%

Slew Rate >26v/μs

Frequency Response
@1Watt, 8 Ohm

10Hz -20kHz / ±0.3dB

Damping Factor
(@100Hz)

>3000

Signal to Noise Ratio
20Hz -20 kHz

>100dB

Channel Separation
Crosstalk@1kHz

>70dB

Voltage Gain 42dB (0,775V:98V)

Input Sensitivity selectable 0.775V/1V/1.4V

Input Impedance 20k Ohm Balanced
10k Ohm Unbalanced

Front Control Power switch, Gain control

Rear Control Sensitivity Switch,
Mode Switch

LED Indicators Signal, Clip, Protect,
Power, Bridge

Input Connectors XLR Active balanced
pin1 gnd / pin 2+ / pin3-

Output Connectors 2 NL4 Sockets
2 Binding Posts

Cooling  Low Noise Variable speed fan

Protection Full short circuit, Open circuit,
thermal, Ultrasonic,RF Protec-
tion. Stable Into reactive or
Mismatched loads

Operating Voltage 230V (+/- 10%), 50-60Hz
USA Version
110V (+/- 10%), 50-60Hz

Idle Power Consumption < 42W

Max. Power Consumption < 3000W

Fuse T-25A

Dimensions (h/w/d) 19“/2U 483×486×90

Net weight 27.5 Kg
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SQ-1604
4 channel class h amplifier 2u

technical data

2u class h amplifier

GS1 (EAN) CODE 4260318511988

System Type 4 channel class H amplifier

Output Power
all channels driven
20Hz - 20 kHz, 0.1 % THD

4 x 600W @ 4Ohm
4 x 400W @ 8Ohm

Output Power
Bridge mode

2 x 1600W @ 4Ohm
2 x 1200W @ 8Ohm
2 x 800W @16Ohm

THD+N @ 8Ω 1kHz,1dB ≤0.5%

Slew Rate >28v/μs

Frequency Response
@1Watt, 8 Ohm

10Hz - 20KHz / ±0.4dB

Damping Factor
(@100Hz)

>3000

Signal to Noise Ratio
20Hz -20 kHz

>100dB

Channel Separation
Crosstalk@1kHz

>70dB

Voltage Gain 36dB (0,775V:49V)

Input Sensitivity selectable 0.775V/1V/1.4V

Input Impedance 20k Ohm Balanced
10k Ohm Unbalanced

Front Control Power switch, Gain control

Rear Control Sensitivity Switch,
Mode Switch

LED Indicators Signal, Clip, Protect,
Power, Bridge

Input Connectors XLR Active balanced
pin1 gnd / pin 2+ / pin3-

Output Connectors 4 NL4 Sockets
4 Binding Posts

Cooling  Low Noise Variable speed fan

Protection Full short circuit, Open circuit,
thermal, Ultrasonic,RF Protec-
tion. Stable Into reactive or
Mismatched loads

Operating Voltage 230V (+/- 10%), 50-60Hz
USA Version
110V (+/- 10%), 50-60Hz

Idle Power Consumption < 30W

Max. Power Consumption < 1200W

Fuse T-15A

Dimensions (h/w/d) 19“/2U 483x492×90

Net weight 22.0 Kg

2021PRODUCTSP. 100
IN

ST
A

LL
ED

 s
pe

ak
er

s
TO

U
RI

N
G

 s
er

ie
s

EL
EC

TR
O

N
IC

S



SQ-2404
4 channel class h amplifier 2u

technical data

2u class h amplifier

GS1 (EAN) CODE 4260318511995

System Type 4 channel class H amplifier

Output Power
all channels driven
20Hz - 20 kHz, 0.1 % THD

4 x 900W @ 4Ohm
4 x 600W @ 8Ohm

Output Power
Bridge mode

2 x 2400W @ 4Ohm
2 x 1800W @ 8Ohm
2 x 1200W @16Ohm

THD+N @ 8Ω 1kHz,1dB ≤0.5%

Slew Rate >28v/μs

Frequency Response
@1Watt, 8 Ohm

10Hz - 20KHz / ±0.4dB

Damping Factor
(@100Hz)

>3000

Signal to Noise Ratio
20Hz -20 kHz

>100dB

Channel Separation
Crosstalk@1kHz

>70dB

Voltage Gain 39dB (0,775V:69.5V)

Input Sensitivity selectable 0.775V/1V/1.4V

Input Impedance 20k Ohm Balanced
10k Ohm Unbalanced

Front Control Power switch, Gain control

Rear Control Sensitivity Switch,
Mode Switch

LED Indicators Signal, Clip, Protect,
Power, Bridge

Input Connectors XLR Active balanced
pin1 gnd / pin 2+ / pin3-

Output Connectors 4 NL4 Sockets
4 Binding Posts

Cooling  Low Noise Variable speed fan

Protection Full short circuit, Open circuit,
thermal, Ultrasonic,RF Protec-
tion. Stable Into reactive or
Mismatched loads

Operating Voltage 230V (+/- 10%), 50-60Hz
USA Version
110V (+/- 10%), 50-60Hz

Idle Power Consumption < 30W

Max. Power Consumption < 2000W

Fuse T-20A

Dimensions (h/w/d) 19“/2U 483x492×90

Net weight 25.0 Kg
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SQ-3204
4 channel class h amplifier 2u

technical data

2u class h amplifier

GS1 (EAN) CODE 4260318512015

System Type 4 channel class H amplifier

Output Power
all channels driven
20Hz - 20 kHz, 0.1 % THD

4 x 1200W @ 4Ohm
4 x 800W @ 8Ohm

Output Power
Bridge mode

2 x 3200W @ 4Ohm
2 x 2400W @ 8Ohm
2 x 1600W @16Ohm

THD+N @ 8Ω 1kHz,1dB ≤0.5%

Slew Rate >28v/μs

Frequency Response
@1Watt, 8 Ohm

10Hz - 20KHz / ±0.4dB

Damping Factor
(@100Hz)

>3000

Signal to Noise Ratio
20Hz -20 kHz

>100dB

Channel Separation
Crosstalk@1kHz

>70dB

Voltage Gain 40.3dB (0,775V:80.5V))

Input Sensitivity selectable 0.775V/1V/1.4V

Input Impedance 20k Ohm Balanced
10k Ohm Unbalanced

Front Control Power switch, Gain control

Rear Control Sensitivity Switch,
Mode Switch

LED Indicators Signal, Clip, Protect,
Power, Bridge

Input Connectors XLR Active balanced
pin1 gnd / pin 2+ / pin3-

Output Connectors 4 NL4 Sockets
4 Binding Posts

Cooling  Low Noise Variable speed fan

Protection Full short circuit, Open circuit,
thermal, Ultrasonic,RF Protec-
tion. Stable Into reactive or
Mismatched loads

Operating Voltage 230V (+/- 10%), 50-60Hz
USA Version
110V (+/- 10%), 50-60Hz

Idle Power Consumption < 40W

Max. Power Consumption < 3000W

Fuse T-25A

Dimensions (h/w/d) 19“/2U 483x492×90

Net weight 27.0 Kg
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CLASS TD 
AMPLIFIER
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3u class td amplifiers
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NX-3200
2 channel class td amplifier 3u

technical data
GS1 (EAN) CODE 4260318511827

System Type 2 channel class TD amplifier

Output Power
all channels driven
20Hz - 20 kHz, 0.1 % THD

2 x 3000W @ 2Ohm
2 x 2250W @ 4Ohm
2 x 1500W @ 8Ohm

Output Power
Bridge mode

1 x 6000W @ 4Ohm
1 x 4500W @ 8Ohm
1 x 3000W @ 16Ohm

THD+N @ 8Ω 1kHz,1dB ≤0.05%

Slew Rate >35v/μs

Frequency Response
@1Watt, 8 Ohm

10Hz -20kHz / ±0.5dB

Damping Factor
(@100Hz)

>5000

Signal to Noise Ratio
20Hz -20 kHz

>100dB

Channel Separation
Crosstalk@1kHz

>70dB

Voltage Gain 43.0dB (0,775V:110V)

Input Sensitivity 0.775V

Input Impedance 20k Ohm Balanced
10k Ohm Unbalanced

Front Control Power switch, Gain control

Rear Control Sensitivity Switch,
Mode Switch

LED Indicators Signal Indicator,
Protect

Input Connectors XLR Active balanced
pin1 gnd / pin 2+ / pin3-

Output Connectors 2 Neutrik® NL4 Sockets
2 Binding Posts

Cooling  Low Noise Variable speed fan

Protection Full short circuit, Open circuit,
thermal, Ultrasonic, RF Protec-
tion. Stable Into reactive or
Mismatched loads

Operating Voltage 230V (+/- 10%), 50-60Hz
USA Version
110V (+/- 10%), 50-60Hz

Idle Power Consumption < 80W

Max. Power Consumption < 3500W

Fuse T-25A

Dimensions (h/w/d) 19“/3U 483W x 485D x 132H

Net weight 38.0 Kg

3u class td amplifier
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NX-4200
2 channel class td amplifier 3u

technical data
GS1 (EAN) CODE 4260318511834

System Type 2 channel class TD amplifier

Output Power
all channels driven
20Hz - 20 kHz, 0.1 % THD

2 x 4000W @ 2Ohm
2 x 3000W @ 4Ohm
2 x 2000W @ 8Ohm

Output Power
Bridge mode

1 x 8000W @ 4Ohm
1 x 6000W @ 8Ohm
1 x 4000W @ 16Ohm

THD+N @ 8Ω 1kHz,1dB ≤0.05%

Slew Rate >35v/μs

Frequency Response
@1Watt, 8 Ohm

10Hz -20kHz / ±0.5dB

Damping Factor
(@100Hz)

>5000

Signal to Noise Ratio
20Hz -20 kHz

>100dB

Channel Separation
Crosstalk@1kHz

>70dB

Voltage Gain 44,3dB (0,775V:127V)

Input Sensitivity 0.775V

Input Impedance 20k Ohm Balanced
10k Ohm Unbalanced

Front Control Power switch, Gain control

Rear Control Sensitivity Switch,
Mode Switch

LED Indicators Signal Indicator,
Protect

Input Connectors XLR Active balanced
pin1 gnd / pin 2+ / pin3-

Output Connectors 2 Neutrik® NL4 Sockets
2 Binding Posts

Cooling  Low Noise Variable speed fan

Protection Full short circuit, Open circuit,
thermal, Ultrasonic, RF Protec-
tion. Stable Into reactive or
Mismatched loads

Operating Voltage 230V (+/- 10%), 50-60Hz
USA Version
110V (+/- 10%), 50-60Hz

Idle Power Consumption < 100W

Max. Power Consumption < 5000W

Fuse T-30A

Dimensions (h/w/d) 19“/1U 483W x 402D x 44H

Net weight 39.5 Kg

3u class td amplifier
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NX-5200
2 channel class td amplifier 3u

technical data

3u class td amplifier

GS1 (EAN) CODE 4260318511841

System Type 2 channel class TD amplifier

Output Power
all channels driven
20Hz - 20 kHz, 0.1 % THD

2 x 5000W @ 2Ohm
2 x 3750W @ 4Ohm
2 x 2500W @ 8Ohm

Output Power
Bridge mode

1 x 10000W @ 4Ohm
1 x 7500W @ 8Ohm
1 x 5000W @ 16Ohm

THD+N @ 8Ω 1kHz,1dB ≤0.05%

Slew Rate >35v/μs

Frequency Response
@1Watt, 8 Ohm

10Hz -20kHz / ±0.5dB

Damping Factor
(@100Hz)

>5000

Signal to Noise Ratio
20Hz -20 kHz

>100dB

Channel Separation
Crosstalk@1kHz

>70dB

Voltage Gain 45,2dB (0,775V:141,5V)

Input Sensitivity 0.775V

Input Impedance 20k Ohm Balanced
10k Ohm Unbalanced

Front Control Power switch, Gain control

Rear Control Sensitivity Switch,
Mode Switch

LED Indicators Signal Indicator,
Protect

Input Connectors XLR Active balanced
pin1 gnd / pin 2+ / pin3-

Output Connectors 2 Neutrik® NL4 Sockets
2 Binding Posts

Cooling  Low Noise Variable speed fan

Protection Full short circuit, Open circuit,
thermal, Ultrasonic, RF Protec-
tion. Stable Into reactive or
Mismatched loads

Operating Voltage 230V (+/- 10%), 50-60Hz
USA Version
110V (+/- 10%), 50-60Hz

Idle Power Consumption < 120W

Max. Power Consumption < 6000W

Fuse T-35A

Dimensions (h/w/d) 19“/3U 483W x 485D x 132H

Net weight 44.5 Kg
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NX-6200
2 channel class td amplifier 3u

technical data

3u class td amplifier

GS1 (EAN) CODE 4260318512022

System Type 2 channel class TD amplifier

Output Power
all channels driven
20Hz - 20 kHz, 0.1 % THD

2 x 5600W @ 2Ohm
2 x 4200W @ 4Ohm
2 x 2800W @ 8Ohm

Output Power
Bridge mode

1 x 11200W @ 4Ohm
1 x 8400W @ 8Ohm
1 x 5600W @ 16Ohm

THD+N @ 8Ω 1kHz,1dB ≤0.05%

Slew Rate >35v/μs

Frequency Response
@1Watt, 8 Ohm

10Hz -20kHz / ±0.5dB

Damping Factor
(@100Hz)

>5000

Signal to Noise Ratio
20Hz -20 kHz

>100dB

Channel Separation
Crosstalk@1kHz

>70dB

Voltage Gain 45,7dB (0,775V:150V)

Input Sensitivity 0.775V

Input Impedance 20k Ohm Balanced
10k Ohm Unbalanced

Front Control Power switch, Gain control

Rear Control Sensitivity Switch,
Mode Switch

LED Indicators Signal Indicator,
Protect

Input Connectors XLR Active balanced
pin1 gnd / pin 2+ / pin3-

Output Connectors 2 Neutrik® NL4 Sockets
2 Binding Posts

Cooling  Low Noise Variable speed fan

Protection Full short circuit, Open circuit,
thermal, Ultrasonic, RF Protec-
tion. Stable Into reactive or
Mismatched loads

Operating Voltage 230V (+/- 10%), 50-60Hz
USA Version
110V (+/- 10%), 50-60Hz

Idle Power Consumption < 150W

Max. Power Consumption < 7000W

Fuse T-30A

Dimensions (h/w/d) 19“/1U 483W x 402D x 44H

Net weight 50.0 Kg
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DSP
SIGNAL-
MANAGEMENT
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DSM-428-FIR
1u digital speaker management

technical data
GS1 (EAN) CODE 4260318511681

System Type 4 IN / 8 OUT Digital Speaker 
Management

Inputs 4 analog Inputs with 125dB(A)
dynamic range
1 AES/EBU input (2 channels)
AES67 (Dante) optional

Max. Input Level +24dBu

Input Type Electronically balanced

Input Impedance
(balanced)

21 KOhm

Input Impedance
(single ended)

10,5 KOhm

Outputs 8 analog Outputs with typ. 
120dB(A) dynamic range

Max. Output Level +12dBu

Output Type Electronically balanced 
matched-impedance

DSP THD (@0 dBu, 1 kHz) <0,005

DSP Frequency range 10Hz to 40kHz

Gain 0 dB +/-0,5 dB

Dynamic Range typ.120 dB(A)

Dynamic Range with 
12dBu output level

>116 dB(A)

Latency 350 microseconds

Sample Rate 96 kHz

Processing 64 bits multi-mode digital 
processing

PC Remote USB and Ethernet 
PC connection

Operating Voltage 85 VAC to 264 VAC

Dimensions (h/w/d) 19“/1U 483W x 190D x 44H

Net weight 2.55 Kg

dsp signalmanagement
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dsp function
EQ´s 10 parametric filters per input 

and output

EQ Type Bell, High Shelf, Low Shelf, 
Notch, Allpass,
Band Pass, High Pass, Low Pass

FIR 8 x 384 Taps

Delay Times  2000ms delay per input,
50ms delay per output

Crossover Butterworth, Bessel, Linkwitz-
Rileyfilters up to 48dB / oct.

Compressor 3 Band each input and output

Limiter Switchable Limiter
Zero Attack Peak
Limiter / True RMS Limiter

Library 4-Acoustic Loudspeaker 
Library support

dsp signalmanagement
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